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':'_;Compac:t- a_n__d simple EC-30A guarantees
- you perfect check printing every time /

B Clear printing and deep embossing helps prevent forgery. EC-30A

B Automatic feeding system for checks provides easy, perfect

Enter the
operation.

desired amount.
B Simple key-entry operation (prints up to 10 digits plus symbols)

B Currency symbols and commas are printed automaticaily.
B Amount displayed can be printed repeatedly.

B An area of up to 1 7/8” (48mm) can be used to process checks

and documents. the checks at the

- o . lined position.
B Prints original plus two carbon copies. 2

Specifications
Name MAX Electronic Check Writer EC-30A
No. of i_nput digits Up to 10 digits
No. of print characters Up to 12 (10 figures & 2 currency marks)
Inking - Ink Roll method R-50
Press the
Printing depth Up to17/8" (48 mm) B print key (F):
g aep P i o
. 43/8"X91/8"X33/4"
(110 mm X 230 mm X 95 mm)
Weight 2.87 Ibs, 1.3kg
Power consumption 25W (Max.)
__?Dwer source AC 110/120/220/ 240V (50/60Hz)
Allowable temperature 32°F to 104°F, 0°C to 40°C

=
5
A

®
MAX CO.LTD.
JAPAN
Sole Agent:

SEATTLE TRADING CO,, LTD.
HONG KONG.




